








































































































X. STBSTATUS —

10.2. STB Information

> STB Information

v
16

EV 400 STB Information shows the introduction of
Ll this receiver briefly.

At the top of the page you will see the
software version of the STB.

> Memory Status

Memory Status shows this receiver.

X1. TROUBLE SHOOTINGS

In case of trouble, please refer following table to solve problems.

SYMPTOMS CHECK POINTS

Check the power cord.

Check the audio jack.
Check whether the Mute function is on or not.

No Satellite Check the direction of antenna.
Check the connection of antenna cable.
TV Channel Check whether the channel search process has been done correctly.
Poor Video & Check whether the signal level is proper or not.
: ) Check whether there is damage on the antenna or not.
Audio quality Adjust the height and direction of antenna.

sl Check whether the batteries are properly fitted
into battery rack of your remote control or not.
Make sure the remote sensor is not broken.

is not working




XIT. SPECIFICATIONS

m System Capabilities

CPU

B Demodulator

400 MHz
Fully DVB compliant

Type
Symbol Rate
SCPC and MCPC capable

B Video / Audio Decoder

QPSK & FEC
2-45Msps

Video Decoder
Audio Decoder

MPEG-2 Main Profile @ Main Level
MPEG-1 layer1 and 2

Video Output NTSC / PAL/ SECAM
Pixel 720 x 480 @30fps
720 x 576 @ 25fps

Video Format 4:3,16:9

B System Memory
Flash Rom 16Mbits
SDRAM 128Mbits

u LNB / Tuner Input (Digital)
Input Frequency 950 to 2150MHz
LNB Supply 13/18V Max. 400mA
Band Switch Control 22KHz
DISEqC 1.0, 1.2, USALS Compatible
Connector 2 x F-Type

[ Component Video Output

Y
Pb
Pr

B RF Modulator

1Vp-p @ internal colorbar
524mVp-p @ internal colorbar
524mVp-p @ internal colorbar

Connector
Output Channel

m Data Service Port

750hm, IEC 169-2, Male / Female
CH21 ~ 69

Connector
Data Protocol
Data Rate

m Power Supply

9-pin D-sub
RS232C
Max. 115,200 bits/s

Type
Input Voltage
Nominal Power Consumption

Switching Mode Power Supply
AC 100V-240V 50/60Hz
Max. 30W - FTA, FTA+1SC, ClI





